HU 031 INEW

Uniflow Diecast Chas

— 6” BASS MIDRANGE

sis, Hybrid Mgnet Motor

Specifications

Overall Dimensions

160.5mm(6 51")x68mm(2.57",

Nominal Power Handl ng (DN) P 180 W

Transient power 10ms 1500 W

Nominal Impedance z 8 Ohms

Sensitivity 1W/1M 88 dB

Frequency Response 20 - 5000 Hz

Resonant Frequency FS L Hz

Voice coil

Voice Coil Diameter DIA | 75mm (37)

Voice Coil Height 14.5mm (0 57")

Voice Coil Former Aluminum

Voice Coil W re Hexatech Aluminum
FEATURES Number of Layers 2
-Hybrid mag;'net vented motor DC.Resis.tance i G200
-Large Hexatech aluminum vo ce coil fore Sel S S LBM | 0.63 mH
~Aluminium diecast chassis Magnet System
-High power handl ng Magnet System Type Hybrid, Rear Vented
-Shallow profile DCP cone HE - Magnetic Gap He ght HE 6mm (0.24”)

B Flux Dens ty B 08T

BL Product BXL | 8N.A

Max. Linear Excursion X +-4.25mm (0.1677)

Semsitivity Mag - 4B SFLouatt (8 oha losd) (8.10 oct)
T 1 T i1 B IS

~7.25 4D, 31 Mz (HS), 0.008 wsec (@)

Operational Parameters

: ";I Suspension Compliance MS | 980 uM /N

e Mechanical Q Factor aMs | 1.81

7 Electrical Q Factor QES | 0.40
Total Q Factor /T | 032
Mechanical Resistance RMS | 211 Ka.
Moving Mass MMS | 13 g7gm.
Eq. Cas Air Load (liters) VAS | 1950 L
Cone / Dome Material DPC
Effective Piston Area SD | 119 cm?
Net Weight Kg. 118 Kg.
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